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1.
The C

ontractor shall furnish all necessary 
equipm

ent, m
aterials, appliances and labor as are 

necessary to com
plete the w

ork as show
n on the 

draw
ings.

2.
S

ubstitutions. N
o substitutions or other proposed 

deviations from
 the plans shall be perm

itted w
ithout 

perm
ission from

 the Landscape Architect or O
w

ner's 
R

epresentative.
3.

U
nderground U

tilitites. The C
ontractor is hereby 

notified -- U
nderground utilities exist. The C

ontractor 
should not assum

e that locations of underground 
utilities show

n on draw
ings are correct. The 

C
ontractor shall verify their locations prior to 

com
m

encing w
ork. The C

ontractor assum
es all 

liability to dam
ages to utilities or injury to him

self or 
others by com

m
encing digging operations.

4.
P

lant M
aterials and H

andling.
A

.
A

ll plants shall be grade N
o. 1, properly form

ed to 
the species, true to nam

e as designated in the 
S

tandardized P
lant nam

es, current edition, 
P

ublished by the A
m

erican Joint C
om

m
ittee on 

H
orticulture N

om
enclature. The varieties not 

included therein are generally in conform
ity w

ith 
nam

es accepted in the trade. A
ll plants shall be 

nursery grow
n, free from

 insects, insect eggs, scale, 
fungus, or disease. A

ll plants shall m
eet the 

standard for size, culture, and quality for the highest 
grades and standards, as adopted by the Am

erican 
N

ursery and Landscape Association.
B

.
B

are R
oot Trees shall be installed w

hen dorm
ant. 

Trees
m

ay be installed from
 D

ecem
ber through m

id-
M

ay, w
ith the preferred installation tim

e being M
arch 

and A
pril.

C
.

R
oots shall be kept m

oist (not saturated) and 
protected from

 w
ind and sun at all tim

es. Soak bare 
root seedlings in w

ater for an hour before planting. 
R

oots m
ay be w

rapped in m
oist burlap, peat m

oss, 
shredded paper, or saw

dust. R
oots should never be 

exposed to drying conditions, even briefly.
D

.
C

ontainerized Trees shall be kept m
oist in saw

dust 
or peat m

oss up until they are installed.
5.

P
re-Installation P

reparation.
A

.
If trees w

ill be planted in an existing grassy area. 
M

ow
 the gras to a 3" in height. Place a 1"x2"x24" 

stake in the ground at the location for all proposed
trees. M

easure the locations. W
ith a perm

anent 
m

arker, w
rite the key nam

e (e.g. AR
 for R

ed M
aple,

C
C

 for E
astern R

edbud -- see the plant m
aterials

schedule) stakes before they are placed. Spray a 
36" diam

eter circle at each stake w
ith a non-soil

poisoning herbicide, such as R
oundup. After 24

hours from
 application of the herbicide the trees 

m
ay be installed.

B
.

If trees w
ill be planted the sam

e tim
e as hte area w

ill
be seeded. P

lace a 1"x2"x24" stake in the ground at
the location for all proposed trees. M

easure the 
locations. W

ith a perm
anent m

arker, w
rite the key 

nam
e (e.g. A

R
 for R

ed M
aple, C

C
 for Eastern 

R
edbud -- see the plant m

aterials schedule) stakes
before they are placed.

C
.

P
re-Installation Inspection. U

pon securing the plant 
m

aterials and before installation, the C
ontractor 

shall notify the ow
ner's representative for a pre-

installation inspection to m
ake sure that all plant 

m
aterials are healthy, disease free, and m

eet 
specifications.

6.
Tree Installation

A
.

D
ig planting pit, place tree in pit and backfill. See 

the Tree P
lanting D

etails on this sheet.
B

.
A

fter a tree is installed in a planting pit, replace the 
1"x2"x24" stake 3" behound the planting pit of each 
tree.

C
.

W
ater each tree w

ith a m
inim

um
 of 2 gallons of 

w
ater w

ithin 30 m
inutes of installation.

D
.

A
pply a pre-em

ergent, such as Treflan, (per the 
m

anufacturer's recom
m

endations) to an area 18" 
around the installed tree (36" diam

eter). N
ote, is 

im
perative that there are no roots from

 the tree 
seedling exposed at the surface of the ground!

E
.

Install 3" shredded hardw
ood bark m

ulch around 
each tree per the Tree P

lanting D
etails on this 

sheet. M
ulch shall be 2" from

 the tree trunk (m
ulch 

shall not be piled up against the tree trunk).
7.

G
uarantee. The C

ontractor shall provide, in w
riting, 

a one year guarantee for all plant m
aterials 

including law
n areas. A

ny plant that is not alive or 
grow

ing in a healthy, vigorous, and m
anner typical 

of the plant species shall be replace at no cost to 
the O

w
ner. G

uarantee period shall begin at w
ritten 

acceptance date for com
pletion of planting.

8.
P

lant the trees for the M
itigation Plan at a m

inim
um

 
distance of 10' one from

 the other.
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N
O

TE
: H

ydrolic soil conditions desired are
to be created by the re-use of acceptable 
soils from

 this particular w
etland area w

hen
regrading as proposed.

N
O

TE
: H

ydrolic soil conditions desired are
to be created by the re-use of acceptable 
soils from

 this particular w
etland area w

hen
regrading as proposed.

O
verexcavation:12" to 3'm

ax expected
W

e expect lim
estone rock at and or near the springs 

point of discharge from
 ground and further expect to 

get deeper soils on each side of the 440' contour as w
e proceed in both 

directions aw
ay from

 440' existing contour behind the parking w
all east of 

proposed w
etland m

itigation area, 

To achieve this contractor shall ensure the 
regrading in the proposed w

etland area 2 is 
enlongated as show

n and all areas shall have 12 inches 
topsoil from

 areas 2,3,and 4 on this site.  Tw
o stockpile of topsoil

taken from
areas 2,3, and 4 shall be stored on site as show

n until needed
(these soils shall be seperated from

 the stockpile of base soils from
 these 

sam
e areas w

hich shall also be stockpiled on site and reused w
hen the 

regrading and w
etland area enlogation /expansion on site w

ork is being 
perform

ed.  These shall be considered seed soils for this site and are 
expected to provide native w

etland species to be regenerated in the 
proposed areas.  61 to 70 C

Y
 of topsoil is planned for this purpose. S

ilt 
fence shall be properly installed around soil stockpiles.

S
uccess of the P

lan is subject to reinspection and goals established in
text portion of this on site M

itigation P
lan dated 1/11/17 w

hich is to 
accom

pany this draw
ing portion of the M

itigation P
lan and w

hich is hereby 
incorporated herein by reference.

 

baffle

TD
S

N

S
N

C
A

LT

LS
LS

C
C

C
C

B
N

B
N

LV

C
A

LV

12"
H

D
PE

w
ith 

IE
440.0'junction 

box IE in 
439.0'
IE

 out 
437.0'

3' space from
 parking to 

w
etland areas

native soil stockpile 1

native soil stockpile 2


